
55” Video Wall Display
Extreme Narrow Bezel 

55” ENB Video Wall Display
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•   Extremely narrow 0.9mm bezel

•   Direct-to-display or daisy-chain single input

•   Accepts 4K to create 4K image across 2x2

•   Color calibrated, pre-configured, plug & play

•   Video signal daisy-chain, ie single input 

•   Control displays individually or as a group

•   High-reliability fanless design

•   Commercial grade quality for 24/7 operation

Advanced Features

Leading Display Technology 

•	 Viewing angle 89o in each direction

•	 Antiglare finish, 3H surface hardness

•	 Suitable for portrait or landscape

•	 Contrast 4000:1

•	 1.06 Billion Colors ( 10 bit )

•	 Response 8ms



Order Numbers

55” Extreme Narrow Bezel (500nit)	 VD-5534-0D00-0100 

55” Extreme Narrow Bezel (700nit)	 VD-5533-0D00-0100

Specification

Enclosure 	 Aluminum, powder coated 
Warranty 	 1 year
Certifications	 TUV safety / FCC Class A
 
Weight	 53lbs (24kg)
Shipping Weight	 65lbs, (30kg)
Shipping Carton Size	 53” x 10” x 33” 1346 x 254 x 838 mm 
	 1346 x 254 x 838 mm
Handling	 4 handles per display (removable)
Mounting System	 VESA standard 400x400mm, M6. 
	 Alignment plates included.
	 Options: Chief, Peerless, Premier etc.

Specifications subject to change without notice

Design Description	 Video wall display with 0.9mm bezel,  
accepts & downscales 4K video signal, can 
daisy-chain video to other displays to create 
a video wall.

Display Type	 LCD with LED backlight
Display Resolution	 1920 x 1080 Full-HD with 4K input
Display Size	 47.7” x 26.8” x 4.3” (with handles)	
             	 (1211.8mm x 682.6mm x 109.2mm)
Bezel Size	 0.9 mm each side
Brightness	 500nit (cd/m2 ) or 700nit (cd/m2 )
Contrast	 4000:1 
Color	 1.06 Billion ( 10 bit )	
Viewing Angle 	 IPS-89/89/89/89°
Orientation	 Landscape / Portrait 
Video Inputs	 Displayport - used for daisy chain
	 HDMI, DVI
Control	 Ethernet & command set
Power Consumption	 500nit : 150W   /  700nit : 225W
Operation	 Designed for 24/7 operation
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Extreme Narrow Ultra Narrow Super Narrow

0.9mm 1.75mm 2.45mm 2.65mm

Bezel Width Comparison

The following shows a comparison of bezel widths available for video wall displays.

The current state of the art is the extremely narrow bezel representing a signi�cant 
improvement over the ultra narrow and super narrow bezel displays.

Note: Sizes are relative, not absolute as the viewing device will impact the size.

Shown without 
mounting brackets
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